Self-Retaining Threaded

Cage Nuts
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CUSTOM SOLUTIONS

Let us bag, seal, and label parts in the
quantities you want, or create a custom
assortment branded with your logo.
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MANUFACTURING CAPABILITIES

Huyett has a complete manufacturing and
distribution facility featuring state-of-the-art machinery.
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and finishes. These fasteners install easily with no special tools, provide tight joints, and facilitate easy automation in high
volume assembly. They can be found in anything from server racks 1o appliances.

Cage Nuts Features
EFCN-C7931-632-3B #6-32 | .025-.063 | Zinc Electroplate
EFCN-D07931-832-3B #8-32 | .025-.063 | Zinc Electroplate
EFCN-DO7931-1024-3B | #10-24 |.025-.063 | Zinc Electroplate
EFCN-D07931-1032-3B | #10-32|.025-.063 |Zinc Electroplate

EFCN-C7988-1420-3B 1/4"-20 | .025-.063 | Zinc Electroplate
EFCN-C7937-5618-3B | 5/16"-18 | .028-.056 | Zinc Electroplate

EFCN-C7937-3816-38 | 3/8-16|.028-.056 | Zinc Electroplate Free-floating cage nuts are loosely Nut is retained by spring tabs to
EFCN-C7953-1420-38 | 1/4'-20 |.057-.092 | Zinc Electroplate mounted in spring tabs to allow allow for ease of use/installation in
EFCN-D07953-5618-3B | 5/16"-18 | .057-.092 | Zinc Electroplate for mlnor O“gnmen‘t Vorlo‘nonsl b“nd Ossembly.

EFCN-C7953-3816-3B | 3/8-16|.057-.092 | Zinc Electroplate

EFCN-C7941-832-3B #8-32|.064-.105 | Zinc Electroplate
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EFCN-D07941-1024-3B | #10-24 |.064-.105 | Zinc Electroplate Installatlon

EFCN-C7941-1032-3B #10-32 | .064-.105 | Zinc Electroplate
EFCN-C7941-1224-3B #12-24 | .064-.105 | Zinc Electroplate
EFCN-D07998-1420-3B 1/4"-20 | .064-.105 | Zinc Electroplate
EFCN-C7951-832-3B #8-32 | .093-.126 | Zinc Electroplate
EFCN-DO7951-1032-3B | #10-32 |.093-.126 | Zinc Electroplate
EFCN-C7957-1420-3B 1/4"-20 | .093-.126 | Zinc Electroplate
EFCN-C7957-5618-3B 5/16"-18 | .093-.126 | Zinc Electroplate
EFCN-DO7969-5618-3B | 5/16"-18 | .093-.126 | Zinc Electroplate
EFCN-C7969-3816-4 3/8"-16 | .093-.126 | Phosphate + Oil
EFCN-D07957-3816-3B 3/8'-16 |.093-.126 | Zinc Electroplate
EFCN-C7969-1213-3B 1/2"-13 | .093-.126 | Zinc Electroplate
EFCN-C7956-1420-3B 1/4"-20 | .093-.156 | Zinc Electroplate

EFCN-D07935-5618-3B | 5/16"-18 | .127-.162 | Zinc Electroplate Easy Assembly Caution!

EFCN-C7935-3816-38 | 3/8"16].127-162 | Zinc Electioplote Place the cage nut on the back Don't mount the cage nut on the
of the rail, insert one tab into the front side of the rail. When cage

_ hole. Then use a flat-head screw nuts are mounted on the front side

EFCN-C7988-M61-38 | Mé-1.0| 025063 | Zinc Electroplate driver or an insertion tool to pry the  the weight of the aftached

EFCN-C7998-Méb1-3B M6-1.0 | .064-.105 | Zinc Electroplate other tab through the hole. component rests on the tabs.

EFCN-D07956-M61-38 | M6-1.0|2.36-3.20 | Zinc Electroplate If threads become damaged,

cage nut can be easily replaced.




