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Large Diameter Metric Slotted Spring Pins (ISO 8752)

Slotted spring pins are a single-turn, formed pin with one straight parallel slot. Because they can be installed in a single operation,
they are economical and save time. The hollow design and slot give them their unique self-locking capabilities.

L Big Pins for Big Equipment

g N t  Outside Diameter (A)
A Overall Length (L)

¥
\l I/ Wall Thickness (C)
C
. Overall Wall
Dliciza ) Length (L)  Thickness (C)
SPM-140-030- 30.00 mm 3.00 mm
SPM-140-036-I 36.00 mm 3.00 mm Agriculture Construction
SPM-140-040-I 140 — 40.00 mm 3.00 mm Tractors, Combines, Arms, Buckets, Cylinder
oM | and Tillers Attachments, Joints Booms,
SPM-140-050- = 50.00 mm 3.00mm Hitch Joints, and Slow
SPM-140-060- 14 mm & 60.00 mm 3.00 mm Rotation Pivot Points
SPM-140-070- | 70.00 mm 3.00 mm
SPM-140-080-I 80.00 mm 3.00 mm
SPM-140-090-1 001 90,00 mm 3.00 mm
SPM-140-100-I 7 100.00 mm 3.00 mm
SPM-160-026-1 110 — 26.00 mm 3.00 mm
SPM-160-032-1 | 32.00 mm 3.00 mm
SPM-160-036-I ; 36.00 mm 3.00 mm Wind Power Railroad
100 —
SPM-160-040-1 40.00 mm 3.00 mm Turbines, Towers, Railroad Maintenance
SPM-160-045-1 a 45.00 mm 3.00 mm and Inverters Equipment, Engines,
and Cars
SPM-160-050-1 90 — 50.00 mm 3.00 mm
SPM-160-055-1 . 55.00 mm 3.00 mm
SPM-160-060-I 16 mm m — 60.00 mm 3.00 mm
SPM-160-065-1 | 65.00 mm 3.00 mm
SPM-160-070-1 70.00 mm 3.00 mm
SPM-160-080-I 0 80.00 mm 3.00 mm
SPM-160-090-I ] 90.00 mm 3.00 mm o o
Surface Mining Underground Mining
SPM-160-100- 60 — 100.00 mm 3.00 mm
Surface and Subsurface Underground
SPM-160-120-1 N 120.00 mm 3.00 mm Mining Equipment Mining Equipment
SPM-160-140-I i, 140.00 mm 3.00 mm
SPM-200-030-1 30.00 mm 4,00 mm . . .
SPM-200-040-1 N wo00mm | 400mm Benefits of Slotted Sprlng Pins
-200-045- 40 — . . . . .
SPM-200-045-1 45.00 mm 4.00 mm Large diameter metric slotted spring pins require only a
SPM-200-050-1 = 50.00 mm 4.00 mm straight drilled hole, may be installed using automated
SPM-200-060-I o M | 60.00mm 4.00 mm equipment, and are reusable.
SPM-200-070-I 70.00 mm 4.00 mm
P ——— 20 mm *
SPM-200-080-I 80.00 mm 4,00 mm
SPM-200-090-1 20 90.00mm 4.00 mm ﬂ
SPM-200-100-I I 100.00 mm 4,00 mm
SPM-200-120-I 10 —f | 12000 mm 4.00 mm \ 4 \
SPM-200-140-1 N 140.00 mm 4,00 mm
SPM-200-160-I 160.00 mm 4,00 mm

SPM-250-050-1 mm 50.00 mm 5.00 mm .
Drill a hole, Manual Automated Remove
SPM-250-060-1 60.00 mm 5.00 mm No reaming installation assembly and reuse
SPM-250-080-I 25 mm 80.00 mm 5.00 mm
SPM-250-100-1 100.00 mm 5.00 mm EXO|USIVE|V Manufactured by'
VFS
SPM-250-140-1 140.00 mm 5.00 mm VOGELSANG FASTENER SOLUTIONS

Additional sizes available upon request for special orders ‘J
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