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EVEN
B GGER
NEWS
IN TAPER PINS
Huyett now has more lengths in sizes #11, #12, #13, and #14 in stock.

*Taper pins are called out by a size and length. The size refers to the diameter of the large end. To get the diameter of the small end, multiply 
the length by .02083 and subtract from the decimal size of the large end. 

INSTALLAT ION & REMOVAL

If a helically fluted taper 

reamer is used, the diameter of 

the small end* of the pin is the 

size for the through drill.

To remove, simply pound a punch 

or drive tool into the small end.

Taper pins are used as 

positioning components for 

transmitting low torques.

More than 2,000 taper pins available in sizes #7/0 - #14.  

Visit Huyett.com for low minimums, great prices, and easy ordering.

ALSO AVAILABLE F ROM Huyett

Dowel Pins 
Standard and Oversized

Slotted 
Spring Pins

Ground Hollow  
Dowel Pins

Coiled Spring Pins  
Light, Standard, and 

Heavy Duty

Pullout 
Dowel Pins

Toothed 
Spring Pins

Flat Vent 
Dowel Pins

Grooved Pins  
Imperial and Metric 

Types A, C, E, G, H, and U

Spiral Grooved  
Dowel Pins



Taper pins are solid cylindrical pins with a uniform taper that runs the entire length 
of the pin. They are held in place with dry friction making them easy to install and 
cost effective. 

11	 =	 (B) OUTSIDE DIAMETER: .860"

12	 =	 (B) OUTSIDE DIAMETER: 1.032"

13	 =	 (B) OUTSIDE DIAMETER: 1.241"

14	 =	 (B) OUTSIDE DIAMETER: 1.523"

PREF IXES

PIN SIZES
A

B

TP	 =	 CARBON STEEL, PLAIN
TPS	=	 STAINLESS STEEL, PLAIN

Tapers are expressed in terms of rise 

over run. In other words, the amount 

of taper is stated per linear units of 

measure. A 1/4" taper per foot means 

that for every 12" in linear distance (run) the 

thickness of the part (rise) decreases by 0.25".

TO ORDER, REPLACE PREFIX WITH YOUR CHOICE: TP • TPS AND SELECT A PIN SIZE: 11 • 12 • 13 • 14

Item 
Number

(A) 
Overall Length

PREFIX-SIZE-1000 1.000" (1)

PREFIX-SIZE-1250 1.250" (1-1/4)

PREFIX-SIZE-1500 1.500" (1-1/2)

PREFIX-SIZE-1750 1.750" (1-3/4)

PREFIX-SIZE-2000 2.000" (2)

PREFIX-SIZE-2250 2.250" (2-1/4)

PREFIX-SIZE-2500 2.500" (2-1/2)

PREFIX-SIZE-2750 2.750" (2-3/4)

PREFIX-SIZE-3000 3.000" (3)

PREFIX-SIZE-3250 3.250" (3-1/4)

Item 
Number

(A) 
Overall Length

PREFIX-SIZE-3500 3.500" (3-1/2)

PREFIX-SIZE-3750 3.750" (3-3/4)

PREFIX-SIZE-4000 4.000" (4)

PREFIX-SIZE-4250 4.250" (4-1/4)

PREFIX-SIZE-4500 4.500" (4-1/2)

PREFIX-SIZE-4750 4.750" (4-3/4)

PREFIX-SIZE-5000 5.000" (5)

PREFIX-SIZE-5250 5.250" (5-1/4)

PREFIX-SIZE-5500 5.500" (5-1/2)

PREFIX-SIZE-5750 5.750" (5-3/4)

Item 
Number

(A) 
Overall Length

PREFIX-SIZE-6000 6.000" (6)

PREFIX-SIZE-6500 6.500" (6-1/2)

PREFIX-SIZE-7000 7.000" (7)

PREFIX-SIZE-7500 7.500" (7-1/2)

PREFIX-SIZE-8000 8.000" (8)

PREFIX-SIZE-9000 9.000" (9)

PREFIX-SIZE-10000 10.000" (10)

PREFIX-SIZE-11000 11.000" (11)

PREFIX-SIZE-12000 12.000" (12)
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The diameters of threaded taper pins 
allow them to be used interchangeably 
with standard taper pins. Threaded 
taper pins are .002" smaller on the 

larger end diameter than standard taper 
pins to allow the threaded taper pin to 
be inserted approximately .093" (3/32) 
deeper into the taper-reamed hole. The 

large end of the threaded taper pin is 
recessed below the surface that allows 
the nut to bear on the surface when 
tightened to pull the pin out. 

Threaded taper pins are used in blind holes where it is not 

possible to remove the taper pin by driving it out from the 

small end. Removal is achieved by screwing a nut down onto 

the threads pulling the taper pin out.

EXTERNAL TH READED TAPER PINS

Item 
Number

(B) 
Effective Length

PREFIX-SIZE-1000 1.000" (1)

PREFIX-SIZE-1250 1.250" (1-1/4)

PREFIX-SIZE-1500 1.500" (1-1/2)

PREFIX-SIZE-1750 1.750" (1-3/4)

PREFIX-SIZE-2000 2.000" (2)

PREFIX-SIZE-2250 2.250" (2-1/4)

PREFIX-SIZE-2500 2.500" (2-1/2)
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PREFIX-SIZE-3250 3.250" (3-1/4)

PREFIX-SIZE-3500 3.500" (3-1/2)

PREFIX-SIZE-3750 3.750" (3-3/4)

PREFIX-SIZE-4000 4.000" (4)

PREFIX-SIZE-4250 4.250" (4-1/4)

PREFIX-SIZE-4500 4.500" (4-1/2)

PREFIX-SIZE-4750 4.750" (4-3/4)

PREFIX-SIZE-5000 5.000" (5)

PREFIX-SIZE-5250 5.250" (5-1/4)

PREFIX-SIZE-5500 5.500" (5-1/2)

PREFIX-SIZE-5750 5.750" (5-3/4)

PREFIX-SIZE-6000 6.000" (6)

PREFIX-SIZE-6500 6.500" (6-1/2)

PREFIX-SIZE-7000 7.000" (7)

PREFIX-SIZE-7500 7.500" (7-1/2)

PREFIX-SIZE-8000 8.000" (8)

PREFIX-SIZE-9000 9.000" (9)

PREFIX-SIZE-10000 10.000" (10)

BC

A

TPT	 =	 CARBON STEEL, PLAIN

TPTS	 =	 300 SERIES STAINLESS STEEL, PLAIN

TPTN	 =	 CARBON STEEL, PLAIN WITH HEX NUT

TPTSN	 =	 300 SERIES STAINLESS STEEL, PLAIN WITH HEX NUT

  UNF THREAD TYPE ON ALL VERSIONS. 
Material/Finish combinations may not be available in all sizes.

11	 =	 (A) OUTSIDE DIAMETER: .858"

  (C) HEAD LENGTH: 1.125" (1-1/8)

  THREAD SIZE: 3/4"

  THREAD PITCH: 16

  USE WITH NUT: HXN-0750

12	 =	 (A) OUTSIDE DIAMETER: 1.030"

  (C) HEAD LENGTH: 1.281" (1-9/32)

  THREAD SIZE: 7/8"

  THREAD PITCH: 14

  USE WITH NUT: HXN-0875

13	 =	 (A) OUTSIDE DIAMETER: 1.239"

  (C) HEAD LENGTH: 1.281" (1-9/32)

  THREAD SIZE: 7/8"

  THREAD PITCH: 14

  USE WITH NUT: HXN-0875

14	 =	 (A) OUTSIDE DIAMETER: 1.521"

  (C) HEAD LENGTH: 1.438" (1-7/16)

  THREAD SIZE: 1-1/8"

  THREAD PITCH: 12

  USE WITH NUT: HXN-SIZE25

PREF IXES

PIN SIZES

TO ORDER, REPLACE PREFIX WITH YOUR CHOICE: 
TPT • TPTS • TPTN • TPTSN 

AND SELECT A PIN SIZE: 11 • 12 • 13 • 14

TAPER PINS

APPLICATIONS

Taper pins ARE USED to align and Hold a device in 

injection assembly components.

EXTERNAL THREADED Taper pins are used to 

hold a clock hand mechanism together.
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